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K/H Datum Name

Datum Name
Gezeichnet

Kontrolliert

Norm

Maßstab

Dateiname:

Kunde:

05.02.2018 K.Retz

1

A3

Allgemein-
toleranz
DIN ISO
2768-mK

Zeichnungsnr.:

Werkstoff:
DIN ISO

1302
Reihe 2

Oberfläche:

Benennung:

Ursprung: Ersatz für: Ersetzt durch:Zust.
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Datenblatt - Abbildung

drehteile
heinrichs

H= Heinrichs K= Kunde

Heico:Bemerkung:

00
REV:

-I-
Typ:

Das Labyrinth vermindert
das Eindringen von

Feuchtigkeit und Schmutz!

Nirosta-Feder

Formdichtring (NBR)

O-Ring (FKM)
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Metric fi ne thread

DIN 13

Pipe thread

DIN EN ISO 228

M8 x 1 — — 4 12 8 11 12 24

M10 x 1 — G 1/8 A 3 14 8 11 12 23

M12 x 1,5 — — 3 17 10 11 13 25

— — G 1/4 A 3 18,9 10 11 13 25

M14 x 1,5 — — 3 19 10 11 13 25

M16 x 1,5 — G 3/8 A 3 21,9 10 11 17 25

M18 x 1,5 — — 3,5 23,9 10 11 17 25

M20 x 1,5 — — 3,5 25 10 11 19 25,5

— — G 1/2 A 3,5 26,9 10 11 19 25,5

M22 x 1,5 — — 3,5 27 10 11 19 25,5

M24 x 1,5 — — 3,5 29,9 10 11 22 25,5

M27 x 1,5 M27 x 2 G 3/4 A 4 32 13 11 24 31

M33 x 1,5 M33 x 2 G 1 A 4,5 39 13 11 27 31,5

M42 x 1,5 M42 x 2 — 4,5 49 13 11 30 31,5

Material:
• Brass (CuZN38Pb2  /CuZn39Pb3)

• Stainless steel 1.4305

• Other materials upon request

Application areas:
• Electric geared motors with mineral oil fi lling

• For counter bores as per DIN 3852-2

 and EN ISO 9974-1

• Can be undone and screwed in repeatedly

Opening pressure:
• 0,015 MPa (0,15 bar) bis

0,03 MPa (0,3 bar)

Range of temperature:
• - 20°C to + 100°C (-4 F to + 212 F)

• Other temperature ranges upon request

Mounting position:
• Upwards in a vertical position or horizontal 

above the oil level

Annotation:
• The use of Polyethylenglycol requires a

technical check-back, please contact us

Coating:
• Standard = without coating

The labyrinth reduces
the penetration of
humidity and dirt

Spring made of
stainless steel

Sealing form-ring (NBR)

O-ring (FKM)


